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TerraKerb

reconstituted natural aggregate kerbs
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TERRAKERB® RECONSTITUTED AGGREGATES, CHARCOAL

SPECIFICATION REFERENCE: NBS PLUS: Q10 KERBS/EDGINGS/CHANNELS/PAVING ACCESSORIES -150 hEN: 1340:2003
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TECHNICAL INFORMATION

TerraKerb

reconstituted natural aggregate kerbs
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STANDARDS + PERFORMANCE PROFILES %
Frost
Product Types Reconstituted natural aggregate kerbs Resistant
Manufactured to hEN 1340:2003 s
. . i i quare Edge Kerb
Durability Through mix provides a durable and hard wearing kerb 255 x 125mm 9
with ease of maintenance Pedestrian
Bending Strength Class 3 (characteristic bending strength of 6.7 MPa Use
with no individual result less than 4.0 MPa)
Abrasion Resistance Class 4 - < 20mm (wide wheel abrasion test) Square Edging Kerb .
Slip / Skid Resistance Extremely Low (USRV) D 150 x125mm Laht
Tolerance on Work Class 3 — thickness + 3mm: plan size Traffic
Dimensions +5mm, max difference on diagonals Square Edging Kerb
2.5mm on < 850mm & 4mm> 850mm D 150 x 50mm @
Total Water Absorbtion Class 2 - < 6.0 as a percentage by mass
Freeze/ Thaw Resistance  Class 2 - < 1.0 as a mean with no individual result feawy
D Kerb
value > 1.5 150 125/255mm
Installed To BS7533-101 e
NBS Plus Q10110
Abrasion
Resistant
Radius Kerb
255 x125mm
ADV'GE + GU'DANBE Radius 1m, 3m, 6m, 10m
For advice and guidance on ordering, (—
installation, good site practice, etc. —
visit our website: E—
www.ag.uk.com/advice+guidance
1
For maintenance guidance and health
and safety advice visit our website: Corners
www.ag.uk.com/maintenance o 505x305mm
90°
Quadrant Kerb
125 x 305mm
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STOCK INFORMATION

TerraKerb

reconstituted natural aggregate kerbs
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Resistant
Packs
Lm. Units Units Unit Weight Packs per
Standard Product Height Depth Length Height Depth Length In Colours per per per weight per per 8 unit
Length (mm) (mm) (mm) (in) (in) (in) Stock Available pack Lm pack (kg) pack (t) wheeler lorry @
Use
255 | 125 | 914 | 10 5 36 | Yes |Silver 14624 | 1.094 | 16 69 | 1104 | 14 22
Yes | Silver @
914mm 150 | 125 | 914 6 5 36 14624 | 1.094 | 16 40 | 064
— MTO | Charcoal Light
Traffic
150 | 50 | 914 6 2 36 | Yes |Silver 3656 | 1.094 | 40 16 | 064 | 25 37
Left Hand 125 x Silver / Heavy
Dropper 150 | oo | 900 6 |5x10| 35 | MTO | Z°- 14624 | 1.094 | 16 54 | 0864 | 16 29 bt
i 125 x i
Right Hand 150 900 | 6 |5x10| 35 | mTO |SMver/ 14624| 109 | 16 | 54 |0864| 16 | 29
Dropper 255 Charcoal
Silver / Resistant
1m Ny 255 | 125 | 780 | 10 5 31 | MTO N/A | N/A | 16 56 | 0.89% | 16 26
Charcoal
3m 255 | 125 | 780 | 10 5 s | mo | Siver/ N/A | NA | 16 | 56 | 089% | 16 26
Charcoal
6m WY 255 | 125 | 780 | 10 5 51 | mro | Siver/ NA | NA | 16 | 56 0896 | 16 | 26
Charcoal
10m 255 | 125 | 780 | 10 5 51 | wo | Siver/ NA | NA | 16 | 56 | 089 | 16 | 26
Charcoal
External9c° | 305 | 305 | 255 | 12 | 12 | 10 | mmo | SMer’ NA | NA | 16 | 41 | 0656
Charcoal
Internal 90° L 505 | 305 | 255 | 12 | 12 | 10 | mTO |>Ver/ NA | NA | 16 | 41 | 0656
Charcoal
505mm Radius [ 125 | 305 | 305 | 5 12 12 | mro | Siver/ NA | NA | 15 | 45 | 0675
Charcoal

Information for a specific colour / depth is available on request from our Technical Specification Department.
MTO — Made To Order (minimum order quantities apply).
N/A — Not Applicable
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